
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20 ON – OFF INFORMATION 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

   

J4C 20 SIZES 

 







Number Code Units Number Code Units

1 AP00541 12 39 AP00014 3

2 AP00083 1 40 AP00251 1

3 AP00372 1 41 AP00794 1

4 AP00345 3 42 AP00974 1

5 AP00346 1 43 AP00343 2

6 AP00053 3 44 AP00991 1

7 AP00037 1 45 AP01013 1

8 AP00133 1 46 AP00031 1

9 AP00340 1 47 AP00032 3

10 AP00374 1 48 AP00145 1

11 AP01138 1 49 AP00021 1

12 AP00048 1 50 AP00960 1

13 AP00455 1 51 AP00143 1

14 AP00050 1 52 AP00955 1

15 AP00044 1 (*14) 53 AP00861 1

15 AP00043 1 (*11) 54 AP00911 2

15 AP00042 1 (*09) 55 AP00079 1

16 MM00187 1 56 AP01056 1

17 AP00457 1 57 AP00080 4

18 AP00054 1 58 AP01066 1

19 AP00056 1 59 MM01324 1

20 AP00456 1 60 AP01045 1

21 AP00067 1 61 AP01047 1

22 AP00068 1 62 AP00533 1 S TYPE

23 AP01098 4 62 AP01059 1 B TYPE

24 AP01099 2

25 MM00004 1

26 MM01382 1

27 AP00023 1

28 AP00159 1

29 AP00161 1

30 AP00376 1

31 MM01211 2

32 MM01210 2

33 AP00926 1

34 AP01000 2

35 AP00070 6

36 AP01015 1

37 AP01017 1

38 AP00057 1

J4C 20
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J4C 20/35/55/85 POSITIONER INFORMATION (DPS) 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20/35/55/85 POSITIONER CONFIGURATION (DPS) 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20/35/55/85 POSITIONER SELF‐ADJUSTMENT (DPS)

 

A‐ Power supply plug. 

B‐ Volt free contact plug. 

C‐ Input / Output signal (4/20mA,0/10V,0/20mA o 1/10V) plug. 

  

 1‐ C plug ‐ connect a cable between PIN 1 (on the left side) and PIN Earth (on the bottom). 

  

2‐ A plug ‐ connect: 

         VAC: PIN1 (neutral) and PIN2 (phase). 

    VDC: PIN1 (negative) and PIN2 (positive). 

*VERY  IMPORTANT:  BEFORE  CONNECTING  “A”  PLUG  TO  THE  ACTUATOR,  CHECK  THAT  THE 
VOLTAGE IS THE SAME AS THE ONE SPECIFIED ON THE LABEL (CARTER). 

  

3‐ C plug ‐ disconnect the cable between PIN 1 (on the left side) and PIN Earth (on the bottom). 

  

The actuator will make a complete maneuver and stay in the close position. 

The actuator is ready to connect the (4/20mA,0/10V,0/20mA o 1/10V) signal to the C  plug. 
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J4C 20/35/55/85 BSR INFORMATION 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20/35/55/85 BSR CONFIGURATION  

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

DPS KIT 20/35/55/85 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 55 ON – OFF INFORMATION 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

J4C 55 SIZES 

 







Number Code Units Number Code Units

1 AP00162 1 39 AP00212 1

2 AP00083 1 40 AP00077 4

3 AP00372 1 41 MM00099 1

4 AP00345 3 42 AP00064 1

5 AP00053 7 43 AP00052 4

6 AP00037 1 44 AP00655 1

7 AP00346 1 45 AP00866 1

8 AP00133 1 46 AP00539 1

9 AP00340 1 47 AP00014 4

10 AP00541 7 48 AP00145 2

11 AP00048 1 49 AP00745 1

12 AP00036 1 50 AP00249 1

13 AP00049 1 51 AP00881 1

14 AP00046 1 (*17) 52 AP00281 1

14 AP00045 1 (*14) 53 AP00926 1

14 AP00150 1 (*11) 54 AP00291 2

15 MM00140 1 55 AP00911 2

16 AP00016 1 56 AP00079 1

17 AP00457 1 57 AP01056 1

18 AP00054 1 58 AP00080 4

19 AP00056 1 59 AP01066 1

20 AP00110 1 60 MM01324 1

21 AP00067 1 61 AP01045 1

22 AP00068 1 62 AP01047 1

23 AP01098 4 63 AP00533 1 S TYPE

24 AP01099 2 63 AP01059 1 B TYPE

25 MM00004 1

26 MM01382 1

27 AP00023 1

28 AP00374 1

29 MM01138 1

30 AP00159 1

31 AP00161 1

32 MM01211 2

33 MM01210 2

34 AP01000 4

35 AP00492 6

36 AP00059 1

37 AP00377 1

38 AP00378 1

J4C 55
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J4C 20/35/55/85 POSITIONER INFORMATION (DPS) 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20/35/55/85 POSITIONER CONFIGURATION (DPS) 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20/35/55/85 POSITIONER SELF‐ADJUSTMENT (DPS)

 

A‐ Power supply plug. 

B‐ Volt free contact plug. 

C‐ Input / Output signal (4/20mA,0/10V,0/20mA o 1/10V) plug. 

  

 1‐ C plug ‐ connect a cable between PIN 1 (on the left side) and PIN Earth (on the bottom). 

  

2‐ A plug ‐ connect: 

         VAC: PIN1 (neutral) and PIN2 (phase). 

    VDC: PIN1 (negative) and PIN2 (positive). 

*VERY  IMPORTANT:  BEFORE  CONNECTING  “A”  PLUG  TO  THE  ACTUATOR,  CHECK  THAT  THE 
VOLTAGE IS THE SAME AS THE ONE SPECIFIED ON THE LABEL (CARTER). 

  

3‐ C plug ‐ disconnect the cable between PIN 1 (on the left side) and PIN Earth (on the bottom). 

  

The actuator will make a complete maneuver and stay in the close position. 

The actuator is ready to connect the (4/20mA,0/10V,0/20mA o 1/10V) signal to the C  plug. 
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J4C 20/35/55/85 BSR INFORMATION 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

J4C 20/35/55/85 BSR CONFIGURATION  

 

 

 

 


